
Generator Engine Guide 

Model
Output: 50 Hz (1500 rpm)   Output: 60 Hz (1800 rpm) 

Stand-by Continuous Stand-by Continuous
kW kW kW kW

D1105-BG2-SAE-2 9.5 8.4 13.1 11.6
(17592-11000)

D1703-M-E3BG-SAE-2* 15.0 12.8 18.1 15.1
(1J982-00000)

V2203-M-E3BG-SAE-2* 20.1 17.2 24.2 20.2
(1J985-00000)

V2403-M-E3BG-SAE-2* 22.0 18.8 26.5 22.1
(1J981-00000)

V3300-E2BG2-SAE-2 27.5 25.0 31.0 28.1
(1G516-23000)

V3800DI-T-E3BG2-SAE-2* 42.0 38.0 52.8 48.0
(1J419-14000)

      D1105-BG  

V2403-BG 

      V3300-BG  

*Electr. controlled engines can be switched from 1500 rpm to 1800 rpm.
Performance:
Stand-by ISO 3046 IC15N  Continuous ISO 3046 IC15N
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Rated Power [kW] ISO 3046 IC15N 9.5 (8.4) 13.1 (11.6) 15.0 (12.8) 18.1 (15.1) 20.1 (17.2) 24.2 (20.2) 22.0 (18.8) 26.5 (22.1) 27.5 (25.0) 31.0 (28.1) 42.0 (38.0) 52.8 (48.0) 
Displacement [l] 1.1 1.7 2.2 2.4 3.3 3.8 
Number of Cylinders 3 3 4 4 4 4 
Combustion System IDI IDI IDI IDI IDI DI 
Intake System naturally aspirated naturally aspirated naturally aspirated naturally aspirated naturally aspirated turbo charged 
Emission Certification 
Europe  (1500 rpm) not required not required Stage IIIA Stage IIIA Stage IIIA Stage IIIA 

Flywheel / Flywheel Housing 6.5'' / SAE 5 7.5'' / SAE 4 7.5'' / SAE 4 7.5'' / SAE 4 11.5'' / SAE 3 11.5'' / SAE 3 
Control System mechanical electronic* electronic* electronic* mechanical electronic* 
Wire Harness Kit  
(electr. controlled engines) - 1J984-86101 1J984-86101 1J984-86101 - 1J419-86102 

Heat Rejection [kcal/hr] 9930 - 14500 16600 20200 24000 22200 26300 22004 27000 33800 
Exhaust Gas Volume [m³/hr] 99.9 - 149.8 189.9 199.8 253.3 221.6 280.6 290.2 388.8 390.6 490.9 
Combustion Air Requirement [m³/hr] 44.0 - 64.5 77.4 86.0 103.2 95.3 114.3 129.9 155.9 160.2 213.3 
Water Pump [l/min] 31 - 54 64 56 67 56 67 65 80 65 80 
Fan Pulley [mm] 98 104 104 104 130 130 
Fan Drive Pulley [mm] 112 120 125 125 143 143 
Pulley Ratio 0.875 0.866 0.832 0.832 0.909 0.909 

Dimensions (L x W x H) [mm] 551.3 x 396.0 x 602.0 605.6 x 505.0 x 642.0 700.6 x 490.0 x 633.3 700.6 x 490.0 x 684.0 768.7 x 536.0 x 741.5 768.0 x 543.5 x 797.0 
Dry Weight [kg] 109.0 168.0 200.0 204.0 281.0 280.0 

*Electr. controlled engines can be switched 
from 1500 rpm to 1800 rpm. 

Performance:
Stand-by ISO 3046 IC15N  
Continuous ISO 3046 IC15N
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